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ECR# 1960                      SCJ

NO CHANGES                 SCJ
REDRAWN ON SOLIDWORKS

4.) WIRE RANGE: 16-20 AWG.
       MANUFACTURING PROCESS.
       FILM OF LUBRICATION USED IN THE
3.) PARTS MAY BE COATED WITH A LIGHT
       PRE ETCO METAL CODE NO. 01470.
       #2 TEMPER (HALF HARD),
2.) MAT'L: .020 THK., PRE-TINNED BRASS,
       PRE ETCO METAL CODE NO. 00410.
       #2 TEMPER (HALF HARD),

NOTE:
1.) MAT'L: .020 THK., BRASS,

.100-.125

3-18-08

5.) INSUL RANGE: 

ORG.ENG.DWG.DATE: 4-20-67

1

2 2/04/13

P/C DESCRIPTION DIM 'X' MAT'L

05030 FR810L-8-HB .171 NOTE 1

05040 FR810L-8-THB .171 NOTE 2

05080 FR810L-10-THB .197 NOTE 2

05081 FR810L-130-THB .130 NOTE 2

05082 FR810L-240-THB .240 NOTE 2

05090 FR810L-10-HB .197 NOTE 1

SECTION B-B

 .203 

0078
TOOL NO. Title:

Dwg. No.:

OTHERWISE SPECIFIED
DO NOT SCALE DWG.

THIRD ANGLE PROJECTION

THIS PRINT IS THE PROPERTY OF ETCO INCORPORATED.  NO PART OF THIS DESIGN MAY BE USED IN ANY WAY WITHOUT WRITTEN CONSENT FROM ETCO INCORPORATED.
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SECTION A-A

COIN
.156

ETCO

DIRECTION EXITING TOOL,
EARS UP, TO THE FRONT

DIRECTION TOWARD APPLICATOR,
EARS UP, TO THE BACK


