NOTES:

1. MATERIAL: .020 THICK BRASS

#2 TEMPER (1/2 HARD)
PER ETCO METAL CODE XXXXX.

2. MATERIAL: .020 THICK PRETINNED BRASS

#2 TEMPER (1/2 HARD)

PER ETCO METAL CODE XXXXX. S 'Y, SE—
3. PARTS MAY BE COATED WITH A LIGHT FILM OF
LUBRICATION USED IN THE MANUFACTURING
PROCESS. —
4. INSULATION DIAMETER RANGE: (¢.075- ¢.175. I
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DIRECTION TOWARD APPLICATOR,
EARS UP, TO THE FRONT

THIS PRINT IS THE PROPERTY OF ETCO INCORPORATED. NO PART OF THIS DESIGN MAY BE USED IN ANY WAY WITHOUT WRITTEN CONSENT FROM ETCO INCORPORATED.

Description of Change/ SCN# Date

Approved For Quote SCJ

4/13/20

Part Number [DIM'X'| Mat'l Rev.
4000 3D1-4 .120 |Note 1 A
4000 3D2-4 .120 | Note 2
4000 3D1-6 .148 | Note 1
4000 3D2-6 .148 | Note 2
4000 3D1-8 172 |Note 1
4000 3D2-8 172 | Note 2
4000 3D1-10 .198 |Note 1
4000 3D2-10 .198 |Note 2
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THIRD ANGLE PROJECTION

TOLERANCES UNLESS
OTHERWISE SPECIFIED
INCHES: . XX - +.030
XXX - £.015
ANGLES: +5°
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