NOTE:
1. MAT'L: .018 THK. PRE—TINNED BRASS,
#4 TEMPER (FULL HARD).
PER ETCO METAL CODE NO. 02462.
2. PARTS MAY BE COATED WITH A LIGHT
FILM OF LUBRICATION USED IN THE
MANUFACTURING PROCESS.
3. PART SHOWN: REC90—10—TRL

P/C | DESCRIPTION | WIRE RANGE |INSUL RANGE| DIM 'A’ | DIM 'B’| DIM 'D’| DIM 'E’| REWIND e e
09423 |REC90—10—TRL | 18-20 AWG | 2.120-.085 | 120 | .120 | .160 | .155 | NO
09424 |REC90-20—TRL | 16—14 AWG | .150—.106 | .140 | .165 | .200 | .200 | NO
09425 |REC90-30—TRL| 12 AWG | 2.170-.120 | .160 | .185 | .220 | .220 | NO
09428 |RECI0—10R—TRL 18—20 AWG | .120-.085 | 120 | .120 | 160 | .155 | YES
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DIRECTIONS EXITING TOOL,
EARS UP TO THE FRONT

:

DIRECTION OF PAY—OFF AT
REWIND STATION, EARS UP
TOWARD THE BACK.
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REWIND
(REC90—10R)

DIRECTION TOWARD APPLICATOR,
EARS UP TOWARD THE FRONT.

DIRECTIONS TOWARD APPLICATOR, FROM THE RIGHT,
EARS UP TO THE FRONT
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