NOTES:
1. MATERIAL:

2. MATERIAL:

.020 THICK, ELECTRO-GALVANIZED ZINC@

PLATED STEEL,#3 TEMPER (1/4 HARD)
PER ETCO METAL CODE 0-0109.

.020 THICK, S430 STAINLESS STEEL,
BRIGHT ANNEALED,

PER ETCO METAL CODE 0-0054.

3. PARTS MAY BE COATED WITH A LIGHT FILM OF

LUBRICATION USED IN THE MANUFACTURING PROCESS.

4. WIRE RANGE: 8mm.
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THIS PRINT IS THE PROPERTY OF ETCO INCORPORATED. NO PART OF THIS DESIGN MAY BE USED IN ANY WAY WITHOUT WRITTEN CONSENT FROM ETCO INCORPORATED.

pP/C DESCRIPTION MAT'L CLIP REWIND

15105 SP19-BZS-B NOTE 1 SCA4-B NO

15212 SP19-BZS-B-R NOTE 1 SCA4-B YES

15360 SP19-SS-B NOTE 2 SCA4-B NO
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THIRD ANGLE PROJECTION

ETCO

TOLERANCES UNLESS
OTHERWISE SPECIFIED
INCHES: XX - +.030
XXX - +.015
ANGLES: +5°

TOOL NO.

2165

Title:

Spark Plug Terminal

DO NOT SCALE DWG.
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